Modern look and feel with a
consistent design through the
entire panel line

Dimmable high-resolution TFT
display with fast touch
response

Higher user confidence with
clear, easy-to-read display

Flush surface that is easy to
clean

Reliable and robust aluminum
housing

Available in wide-screen with
30% larger viewing area

Flexibility guaranteed with
long list of drivers from all
major automation vendors
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HMI Solution

Whatever your application, we have the hardware to match it, from the
efficient 7 inch operator panel to the high-performance 12 inch. All with
the same look and feel. Your optivis application project can naturally be
scaled to suit the display, ensuring a flexible and competitive solution.

The panels offer the latest technology with high-performance CPUs and
LED backlight, resulting in an easy-to-read clear screen with wide
viewing angles. Fast, easy mounting and a compact format makes it
convenient to install in your panel and you can rest assured that you've
picked a solution created for a long and reliable life in real-world
applications.

Efficient and modern HMI software

The iX software takes you fast and efficiently from idea to running
system. Filled with smarter design and engineering tools and solid HMI
functionality, iX provides state-of-the-art HMI graphics for your
applications in an open platform: Flexible and open for advanced
programmers, yet easy to use and filled with ready-made features
resulting in efficient, flexible project development for all. Unlimited iX
Runtime software is included in this operator panel.

Connectivity and expansion

Drivers to equipment from all major automation vendors, two built-in
Ethernet ports that let you separate the office network from the industrial,
and fieldbus expansion option (with expansion module), all ensure a
flexible application which you can optimize to your specific needs.

Usability

Higher user confidence in your application with bright high-resolution
display and fast touch response. The brilliant widescreen display provides
a 30% larger viewing area, which expands display capabilities for
complex operating screens. Easy mounting and access to connections
save time for engineers. Support for media objects such as web pages,
PDF and video increase the user experience and efficiency of operation.

Quality

With a robust IP65 lightweight aluminum construction, this is a reliable
operator panel which meets environmental requirements. Built-in
quality through design.
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optivis 07B Mechanical details

43mm
(1.69in)

=

e

A
max11mm(0.43in)T <

E < £ E
material thickness @ Em
~g R=} 187mm (7.36 in) o
=
<
O
o~
g USB host
€
€
O
~N
- SD memory
card slot
€< <
~ 204mm (8.03 i B gmm gmm
mm (8.03 in) &x (0.351n) (0.35n)
o
- Connectors -
ﬁ[ g@;@@ﬂﬂﬂ]o@'@
i i Connectors
I | o s
@ °o°o°o°o°b © _— @ °o°o°o°o°b
A\ 2 A\ 2
JT- = ar comi2 LaN use o LaN com /4
1 2 3 4 5 6 7
Pos. Connector Description
1 Power supply +24V dc (18-32V dc)
2 COM1/2 Communication Ports
3 LAN (Port2) 1 x 10/100 Base-T (shielded RJ-45)
4 USB 2 x USB Host 2.0, max Output Current 500mA
5 Headphone Headphone Connector
6  LAN (Port1) 1 x10/100/1000 Base-T (shielded RJ-45)
7 COM3/4 Communication Ports
Communication Ports
Pin Serial Port 9-pin female Serial Port 9-pin female
com1 com2 com3 com4
1 RS422 TX+ RS422TX+
.. . . RS485 TX+/RX+ RS485TX+/RX+
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www.eurotherm.com

Contact Information Represented by:

Eurotherm Head Office Worldwide Offices

Faraday Close, Durrington, www.eurotherm.com/global
Worthing, West Sussex,
BN13 3PL

Sales Enquiries General Enquiries
T +44 (01903) 695888 T +44(01903) 268500
F 0845 130 9936 F +44 (01903) 265982
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